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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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P4300000-01-2

P4-300000-01-2

P4-30 INTEGRAL SHUTTER
ASSEMBLY FOR 4-ID-A

SEE PARTS LIST
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TRAVEL DOWN

.216 [5.5]

.216 [5.50]

7.874 [200.00]

(16.000 [406.40])

OPENING

OPENING

1 P4-30 UNDULATOR STOP  ASSEMBLY 1P4-310000-01

2 V2-79 WELDED BELLOWS ASSEMBLY SST 1V2-790000-00

3 S3-20 COLLIMATOR ASSEMBLY 1S3-200000-00

4 10" O.D. - 4 1/2" O.D. REDUCING FLANGE SST 1 #150039

5 5/16 - 24 X 2 1/4" LG. 12 PT. HD. BOLT SST/SILVER PLATE 24 

6 5/16 - 24 PLATE NUT SST 32 

7 5/16 - 24 X 1 1/4" LG. 12 PT. HD. BOLT SST/SILVER PLATE 8 

8 5/16/ - 24 X 2" LG. 12 PT. HD. BOLT SST/SILVER PLATE 8 

1

MDC VACUUM PRODUCTS CORP.

FAX: 1-510-887-0626
TEL: 1-800-443-8817
HAYWARD, CA 94545-1651
23842 CABOT BLVD.

REF. SOURCE
(39.408 [1000.97])

OPENING
.630  [16.00]

OPENING
.551 [14.00]

3. DIMENSIONS IN [  ] ARE MILLIMETERS AND

DETECTOR IS SENSED WITHIN 1 MIN.
IN THE MOST SENSITIVE RANGE OF THE LEAK
ASSEMBLY WILL BE REJECTED IF A 2% DEFLECTION
THE ASSEMBLY (BAGGING) WITH HELIUM. THE
FINAL TEST WILL CONSIST OF SURROUNDING

1. THIS IS A ULTRA - HIGH - VACUUM ASSEMBLY (UHV)

NOTES:

2. THE ASSEMBLY  SHALL BE LEAK TESTED
  USING A MASS SPECTROMETER WITH
MINIMUM SENSITIVITY FOR HELIUM
OF 2X 10 -10 STANDARD CC/SEC PER
LEAK METER DIVISION, SUCH AS:

ALCATEL ASM-11OTCL
VARIAN NCR 925 OR 936
VEECO MS-9, MS-90 OR MS-18
Du PONT CEC 24-120B

CALIBRATION OF THE LEAK DETECTOR
SENSITIVITY SHALL BE PERFORMED JUST
PRIOR TO TESTING.

FOR REF. ONLY

KEEP THE UHV PARTS CLEAN DURING ASSEMBLY,
AND WRAP UP FOR PACKING WITH ALUMINUM FOIL

A - ASECTION

A A

4X Ø.56 [14.22] THRU

14.750 [374.65]

2X Ø1/4" PILOT HOLE
FOR 3/8" DOWEL PIN

(11.125 [282.58])

(13.000 [330.20])

(6.50 [165.10])

(17.240 [437.90])

(11.50 [292.07])

4X Ø.63 [16.00] THRU

FOR 3/8" DOWEL PIN
2X Ø1/4" PILOT HOLE

(5.13 [130.20])

1.299 [33.00]

TRAVEL DOWN

7.874 [200.00]

(18.740 [476.00])

(.937 [23.80])

(13.000 [330.20])

(7.375 [187.33])
(8.620 [218.95])

1

1 P4-310000-01 WAS P4-310000-00
DRAWING BROUGHT UP TO DATE M.J.M.

31.25 [793.72]

J.C. 11/3/98


